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STRINGERS’ GUIDELINES AMENDMENT AT CLAUSE 6.1 

(TECHNICAL EQUIPMENT DOCUMENT) 
 
Stringers’ Guideline Clause 6.1 at Page No.3 … 
 

“Stringers can use DVC-Pro/DV-CAM/ CCD/ MiniDV camera for coverages.  They 
should also have adequate facilities and equipment to undertake the coverages”…  
 
Stands amended to the following: 
 
 

1. Stringer can use NXCAM, XDCAM, AVCHD, DVCAM, MINI DV camcorders 
with 1/2.3” or 1/3”CCD or CMOS sensors and 20X zoom lens (or better) 
for capturing events on tape, Blue Ray Disc or SD Cards. They should also 
have all accessories like Tripod, Batteries, Microphones, lights, various 
cables and adapters (connector converters, Power adapter cum charger, 
etc). 

2. For interfacing Camcorders with DSNG Camcorder should have HD/SD SDI 
and composite output. For HDMI port converter may be use to interface 
HD/SD SDI inputs. 

3. Stringer should also have editing console and broadband connectivity to 
facilitate transport of edited/raw version of footage over FTP. 
 

The requirements regarding camera, equipment, and facilities would be reviewed 
from time to time to factor in technological changes. 
 

Turn Page for Detailed Stringer Guidelines 
 


